
FLEXIBLES (UK) LTD

FOOD GRADE HOSE ASSEMBLIES
ADT Flexibles (UK) Ltd offer an extensive range of hose assemblies for hand ling food drink and 
pharmaceutical products. All our hose assemblies are manufactured w ith your choice of end ®ttings such 
as Triclover, RJT, DIN, SMS, IDF and ILS. Because of our fabrication facili ties we can also supply bespoke 
end ®ttings. For example extended 90 and 45 degree elbows, dip tubes, tee's a nd cross pieces can be 
manufactured and ®tted to hose assemblies. We also supply a full range of loo se hose, hygienic ®ttings, seals, 
ferrules and tube.

PRODUCT RANGE

Food quality PVC suction and delivery hose, ideal for drinks, vinegars, f ruit juice, wine and liqueurs. 
Available with steel or PVC spiral reinforcement and braided yarn reinfor cement, a combination of steel 
spiral and braided yarn is also available. Anti-static versions are also av ailable.

NB sizes up to 4º

PU food grade ducting is available for suction and transport of sugar, grain, ¯ our, animal feed and dry 
foods. When ¯exibility and resistance to abrasive substances is desir ed a PU ducting is good choice. 
Anti-static versions are also available.

NB sizes up to 300 mm

�,�Õ�L�L�i�À�Ê�������Ê�>�«�«�À�œ�Û�i�`�Ê�v�œ�œ�`�Ê�µ�Õ�>�•�ˆ�Ì�Þ�Ê�…�œ�Ã�i�Ê�ˆ�Ã�Ê�>�Û�>�ˆ�•�>�L�•�i�Ê�Ü�ˆ�Ì�…�Ê�Û�>�À�ˆ�œ�Õ�Ã�Ê�•�ˆ�˜�i�À�Ã�Ê� �,�]�Ê�-�	�,�]�Ê� �	�,�]�Ê�
�*�����Ê��� ���Ê�
�	�,�° 
These hoses are manufactured for use with alcohol, hot animal and vegetable o ils, milk products, fruit 
juices, and potable water.

Silicone hygienic hose assemblies are excellent for use in the brewing and p harmaceutical industries, 
offering a high standard of cleanliness, ¯exibility and high operating te mperatures. Silicon hoses are 
available with polyester braid and/or stainless steel wire helix reinfor cement.

NB sizes up to 4º

PTFE Lined Bio¯ex & Corro¯on and Non-Lined Pharmaline 
& Pharmalex Hose assemblies can also 
be supplied by ADT Flexibles. These products excel 
in the pharmaceutical, biotech, chemical and food 
industries as they are highly engineered and are 
a superior option to rubber hose assemblies.

Bio¯ex, Corro¯on, Pharmaline & Pharmalex are 
trademarks of A¯ex Hose Ltd.

For technical details on any of our products 
please contact one of our sales of®ces or visit 
our web site at www.adt¯ex.co.uk
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SCOTLAND LL
PREMIUM SUCTION AND DELIVERY HOSE FOR NON FATTY FOODS AND ALCOHOLS

TUBE STANDARDS
D.M. (Minister's Decree) 21/3/73 ± D.M. (Minister's Decree) 28/10/94 an d 
D.M. (Minister's Decree) 26/04/93 for alcohol foods ± FDA title 21, item 
177.2600 for aqueous foods ± Bg VV XXI Cat.2 for aqueous and fatty foods.

APPLICATION
Hard wall hose for suction and delivery of vintage wines and alcohols at 96 oC. 
Specially designed for use in breweries and distilleries. Completel y odourless and 
taste free.

STERILIZATION
Max 130 oC for a few minutes with steam; max 60 oC for a few minutes
with 2% nitric acid, 2% phosphoric acid, 5% caustic soda, 2% peracetic acid.

TEMPERATURE
From -40oC (-40oF ) to +120oC (+248oF).

CONSTRUCTION

TUBE
�7�…�ˆ�Ì�i�]�Ê�Ã�“�œ�œ�Ì�…�]�Ê�v�œ�œ�`�Ê�µ�Õ�>�•�ˆ�Ì�Þ�]�Ê�Ì�>�Ã�Ì�i�Ê�v�À�i�i�Ê�>�˜�`�Ê�œ�`�œ�Õ�À�•�i�Ã�Ã�Ê�����,�Ê�À�Õ�L�L�i�À�°

REINFORCEMENT
High strength synthetic cord and helix wire.

COVER
�,�i�`�]�Ê�Ã�“�œ�œ�Ì�…�Ê�­�Ü�À�>�«�«�i�`�Ê�w�˜�ˆ�Ã�…�®�]�Ê�v�œ�œ�`�Ê�µ�Õ�>�•�ˆ�Ì�Þ�Ê�����,�Ê�À�Õ�L�L�i�À�]�Ê�Ü�i�>�Ì�…�i�À�ˆ�˜�}�Ê�À�i�Ã�ˆ�Ã�Ì�>�˜�Ì�°

BRANDING
Continuous red/white spiral stripe ªIVG Food (family logo)º.

AVAILABLE ON REQUEST
Different diameters, different cover colours and different workin g pressures.

19 3/4 32 1 1/4 10 150 30 450 85 3.3 0.9 60 200

25 1 38 1 1/2 10 150 30 450 115 4.5 0.9 60 200

32 1 1/4 46 1 13/16 10 150 30 450 145 5.7 0.9 60 200

38 1 1/2 52 2 3/64 10 150 30 450 180 7 0.9 60 200

40 1 37/64 54 2 1/8 10 150 30 450 185 7.3 0.9 60 200

51 2 65 2 9/16 10 150 30 450 245 9.6 0.9 60 200

63.5 2 1/2 80 3 5/32 10 150 30 450 310 12.2 0.9 60 200

76 3 93 3 21/32 10 150 30 450 390 15.3 0.9 60 200

102 4 120 4 23/32 10 150 30 450 555 21.8 0.9 60 200

mm in mm in bar psi bar psi mm in bar mtrs ft

Inside é Outside é Working Pressure Bursting Pressure �	�i�˜�`�ˆ�˜�}�Ê�,�>�`�ˆ�Õ�Ã Vacuum Length Max
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FLEXIBLES (UK) LTD

PARRY
SUCTION AND DELIVERY HOSE FOR NON FATTY FOOD LIQUIDS

TUBE STANDARDS
D.M. (Minister's Decree) 21/3/73 ± FDA title 21, item 177.2600 for aqueous  
foods ± BgVV XXI Cat.2 for aqueous foods.

APPLICATION
Hard wall hose for suction and delivery of water, wine, juice, soft drinks 
and other food stuffs when a food quality hose is required.

� �œ�Ì�Ê�À�i�V�œ�“�“�i�˜�`�i�`�Ê�v�œ�À�Ê�œ�ˆ�•�Þ�Ê�œ�À�Ê�v�>�Ì�Ì�Þ�Ê�•�ˆ�µ�Õ�ˆ�`�Ã�°

STERILIZATION
Max 110 OC for a few minutes with steam; max 30 OC for a few minutes with
1% peracetic acid, 2% phosphoric acid, 5% caustic soda.

TEMPERATURE
From -35OC (-31OF) to +70OC (+158OF).

CONSTRUCTION

TUBE
�7�…�ˆ�Ì�i�]�Ê�Ã�“�œ�œ�Ì�…�Ê� �,�Ê�v�œ�œ�`�Ê�µ�Õ�>�•�ˆ�Ì�Þ�Ê�À�Õ�L�L�i�À�°

REINFORCEMENT
High strength synthetic cord and helix wire.

COVER
�,�i�`�]�Ê�Ã�“�œ�œ�Ì�…�Ê�­�Ü�À�>�«�«�i�`�Ê�w�˜�ˆ�Ã�…�®�]�Ê�
�*�����Ê�À�Õ�L�L�i�À�]�Ê�Ü�i�>�Ì�…�i�À�ˆ�˜�}�Ê�À�i�Ã�ˆ�Ã�Ì�>�˜�Ì�°

BRANDING
Continuous red/white spiral stripe ªIVG Food (family logo)ª.

AVAILABLE ON REQUEST
Different diameters, blue hose cover and different working pressures .

25 1 38 1 1/2 10 150 30 450 110 4.3 0.9 60 200

32 1 1/4 46 1 13/16 10 150 30 450 150 6 0.9 60 200

38 1 1/2 50 1 31/32 10 150 30 450 175 7 0.9 60 200

51 2 65.5 2 9/16 10 150 30 450 245 9.6 0.9 60 200

63.5 2 1/2 80.5 3 3/16 10 150 30 450 325 12.7 0.9 60 200

76 3 93 3 21/32 10 150 30 450 390 15.3 0.9 60 200

102 4 120 4 23/32 10 150 30 450 555 22 0.9 60 200

mm in mm in bar psi bar psi mm in bar mtrs ft

Inside é Outside é Working Pressure Bursting Pressure �	�i�˜�`�ˆ�˜�}�Ê�,�>�`�ˆ�Õ�Ã Vacuum Length Max
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FLEXIBLES (UK) LTD

ACAPULCO
SUCTION AND DELIVERY HOSE FOR FATTY FOODS

TUBE STANDARDS
D.M. (Minister's Decree) 21/3/73 ± FDA title 21, item 177.2600 for fatty 
foods ± IANESCO no 232/1 for olive oil and no 2947 for milk and yogurt.

APPLICATION
Hard wall hose for suction and delivery of food products, particularly for  
oily and fatty foods.

STERILIZATION
Max 110 OC for a few minutes with steam; max 50 OC for a few minutes
with 1% peracetic acid, 2% phosphoric acid, 5% caustic soda.

TEMPERATURE
From -15OC (+5OF) to +90OC (+194OF).

CONSTRUCTION

TUBE
�7�…�ˆ�Ì�i�]�Ê�Ã�“�œ�œ�Ì�…�]�Ê�*�6�
�É� �	�,�Ê�v�œ�œ�`�Ê�µ�Õ�>�•�ˆ�Ì�Þ�Ê�À�Õ�L�L�i�À�°

REINFORCEMENT
High strength synthetic cord and helix wire.

COVER
�	�•�Õ�i�]�Ê�Ã�“�œ�œ�Ì�…�Ê�­�7�À�>�«�«�i�`�Ê�w�˜�ˆ�Ã�…�®�°�Ê�
�,�Ê�À�Õ�L�L�i�À�]�Ê�v�>�Ì�Ê�>�˜�`�Ê�>�}�ˆ�˜�}�Ê�À�i�Ã�ˆ�Ã�Ì�>�˜�Ì�°

BRANDING
Continuous red/white spiral stripe `IVG Food' (family logo).

AVAILABLE ON REQUEST
Different diameters, different hose cover colours, different work ing 
pressures. Acapulco LO NY, with nylon helix and corrugated cover.

25 1 37 1 29/64 10 150 30 450 110 4.3 0.9 60 200

32 1 1/4 46 1 13/16 10 150 30 450 150 6 0.9 60 200

38 1 1/2 52 2 3/16 10 150 30 450 180 7 0.9 60 200

40 1 37/64 54 2 1/8 10 150 30 450 185 7.3 0.9 60 200

51 2 65 2 9/16 10 150 30 450 250 10 0.9 60 200

63.5 2 1/2 79.5 3 5/32 10 150 30 450 325 13 0.9 60 200

76 3 92 3 5/8 10 150 30 450 390 15.3 0.9 60 200

102 4 120 4 23/32 10 150 30 450 555 22 0.9 60 200

mm in mm in bar psi bar psi mm in bar mtrs ft

Inside é Outside é Working Pressure Bursting Pressure �	�i�˜�`�ˆ�˜�}�Ê�,�>�`�ˆ�Õ�Ã Vacuum Length Max
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FLEXIBLES (UK) LTD

MILKSERVICE LL
SUCTION AND DELIVERY HOSE FOR MILK AND DAIRY PRODUCTS

TUBE STANDARDS
FDA title 21, item 177.2600 for aqueous foods ± BgVV XXI Cat.2 for 
aqueous and fatty foods.

APPLICATION
Hard wall hose, particularly suitable for suction and delivery of milk 
and liquid dairy products.

STERILIZATION
Max 150 OC for a few minutes with steam; max 60 OC for a few minutes
with 2% nitric acid, 2% phosphoric acid 5% caustic soda, 2% peracetic acid.

TEMPERATURE
From -40OC (-40OF) to +120OC (+248OF).

CONSTRUCTION

TUBE
White, smooth, food quality, taste free and odourless EPDM rubber.

REINFORCEMENT
High strength synthetic cord and helix wire.

COVER
Blue, smooth (wrapped ®nish), synthetic rubber, abrasion and 
weathering resistant.

BRANDING
Continuous yellow/white spiral stripe ªIVG Food (family logo)º.

AVAILABLE ON REQUEST
Different diameters.

25 1 37 1 29/64 10 150 30 450 75 2.9 0.9 60 200

32 1 1/4 44 1 47/64 10 150 30 450 100 3.9 0.9 60 200

38 1 1/2 50 1 31/32 10 150 30 450 120 4.7 0.9 60 200

40 1 37/64 53 2 3/32 10 150 30 450 130 5.1 0.9 60 200

51 2 64 2 33/64 10 150 30 450 170 6.7 0.9 60 200

63.5 2 1/2 76.5 3 10 150 30 450 250 10 0.9 60 200

76 3 90 3 35/64 10 150 30 450 300 11.8 0.9 60 200

102 4 117 4 39/64 10 150 30 450 400 19.6 0.9 60 200

mm in mm in bar psi bar psi mm in bar mtrs ft

Inside é Outside é Working Pressure Bursting Pressure �	�i�˜�`�ˆ�˜�}�Ê�,�>�`�ˆ�Õ�Ã Vacuum Length Max
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FLEXIBLES (UK) LTD

ACQUABLU
DELIVERY HOSE FOR POTABLE WATER

STANDARDS
FDA title 21, item 187.1520 ± BgVV XXI Cat.2 ± D.M. (Minister's Decree) 
�˜�c�Ê�£�Ç�{�Ê�œ�v�Ê�ä�È�É�ä�{�É�ä�{�Ê�q�Ê�7�,���-�Ê�>�«�«�À�œ�Û�i�`�Ê�>�V�V�œ�À�`�ˆ�˜�}�Ê�Ì�œ�Ê�	�-�Ê�È�™�Ó�ä�Ê�>�˜�`�Ê���<�É� �-�Ê�{�ä�Ó�ä�Ê�q�Ê
�>�V�V�œ�À�`�ˆ�˜�}�Ê�Ì�œ�Ê���/�7�‡�
�Ê�Ì�i�Ã�Ì�i�`�Ê�/�<�7�Ê�>�V�V�œ�À�`�ˆ�˜�}�Ê�Ì�œ�Ê���6���7�7�Ó�Ç�ä�°

APPLICATION
Softwall hose for the delivery of potable water. The construction of the 
hose, with its food quality rubber compounds, odourless and tasteless , allows 
the organoleptic characteristics of water to remain unaltered. Desig ned to work 
in all the food industry ®elds and wherever it is necessary to convey potable 
water (domestic use, camping).

STERILIZATION
Max 130!C for 15 minutes with steam.

TEMPERATURE
From -30!C (-22!F) to +60!C (+140!F).

CONSTRUCTION

TUBE
White, smooth food quality plastomer completely odourless and tastel ess.

REINFORCEMENT
High strength synthetic cord.

COVER
Blue, smooth (wrapped ®nish), synthetic rubber, weathering resistant .

AVAILABLE ON REQUEST
Different diameters, Acquablu LL hardwall version for suction and deli very.

SPECIFICATIONS

13 1/2 21 53/64 20 300 60 0.17 60 200

19 3/4 28 1 7/64 20 300 60 0.28 60 200

25 1 34 1 11/32 20 300 60 0.35 60 200

mm in mm in bar psi bar lbs/ft mtrs ft

Inside é Outside é Working Pressure Bursting Pressure L ength Max
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FLEXIBLES (UK) LTD

FOODLAND 
DAIRY WASH DOWN HOSE

Hot water (10 bar W.P. 30 bar B.P) and steam hose (6 bar W.P. 60 bar B.P.).

STANDARDS
Tube in accordance to BgVV/XXI Cat.2.

APPLICATION
Softwall hose for delivery of hot water and steam used to wash down in dairies, 
slaughterhouses and in the food industry in general.

TEMPERATURE
From -30!C (-22!F) to +95!C (+203!F). for hot water. 
From -30!C (-22!F) to +165!C (+329!F). for saturated steam.

CONSTRUCTION

TUBE
White, smooth, EPDM rubber.

REINFORCEMENT
High strength synthetic cord.

COVER
Blue, smooth (wrapped ®nish), synthetic rubber, fatty food 
and weathering resistant.

BRANDING
Continuous red spiral strip IVG HOT.

AVAILABLE ON REQUEST
Different diameters, white hose cover. 

���œ�œ�`�•�>�˜�`�É�����,�Ê�Ü�ˆ�Ì�…�Ê�����,�Ê�Ì�Õ�L�i�Ê�ˆ�˜�Ê�>�V�V�œ�À�`�>�˜�V�i�Ê�Ì�œ�Ê�������Ê�Ì�ˆ�Ì�•�i�Ê�Ó�£�]�Ê�ˆ�Ì�i�“�Ê�£�Ç�Ç�°�Ó�È�ä�ä 
�>�˜�`�Ê�	�}�7�É�8�8�£�°�Ê�
�>�Ì�Ê�Ó�Ê�>�˜�`�Ê�V�œ�Û�i�À�Ê�ˆ�˜�Ê�*�6�
�É� �	�,�]�Ê�>�Û�>�ˆ�•�>�L�•�i�Ê�ˆ�˜�Ê�V�œ�•�œ�Õ�À�Ã�Ê�Ü�…�ˆ�Ì�i�É�L�•�Õ�i�Ê�>�˜�`�Ê�Ü�…�ˆ�Ì�i�É�Ü�…�ˆ�Ì�i�°

SPECIFICATIONS

13 1/2 23 29/32 10 150 30 450 120 400

16 5/8 26 1 1/32 10 150 30 450 120 400

19 3/4 29 1 9/64 10 150 30 450 120 400

25 1 35 1 3/8 10 150 30 450 120 400

32 1 1/4 46.5 1 53/64 10 150 30 450 120 400

38 1 1/2 54 2 1/8 10 150 30 450 120 400

51 2 69.5 2 47/64 10 150 30 450 120 400

mm in mm in bar psi bar psi mtrs ft

Inside é Outside é Working Pressure Bursting Pressure L ength Max
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FLEXIBLES (UK) LTD

PLUTONE A
CLEAR PVC STEEL SPIRAL REINFORCED SUCTION AND DELIVERY HOSE

TEMPERATURE
From -10OC (14OF) to +60OC (140OF).

FEATURES
PVC hose with steel reinforcement wire. Smooth inside and outside, very ¯ exible. 
�,�i�Ã�ˆ�Ã�Ì�>�˜�Ì�Ê�Ì�œ�Ê�Ü�i�>�Ì�…�i�À�Ê�>�˜�`�Ê�“�œ�Ã�Ì�Ê�V�…�i�“�ˆ�V�>�•�Ã�°

APPLICATION
Suction and delivery of alimentary products (no fatty foods) such as drink s, fruit juice, wine, vinegar 
and liqueurs up to a maximum alcoholic content of 15%. Meets EC directives an d regulations.

 
PLUTONE PU
BRAIDED POLYURETHANE STAINLESS STEEL SPIRAL REINFORCED 
SUCTION AND DELIVERY HOSE

TEMPERATURE
From -40!C to +90!C, (+125!C short time).

FEATURES
Ether based polyurethane hose reinforced with stainless steel helix. C ompletely smooth inside and outside 
to ensure optimization of ¯ow properties and for a easy and effective cleanin g before and after using. It can 
be used in the pharmaceutical industry according Pharma USP CLASSE VI reg ulation. Food grade in accordance 
�Ü�ˆ�Ì�…�Ê�
�Õ�À�œ�«�i�>�˜�Ê�­�Ó�ä�ä�Ó�É�Ç�Ó�É�
�
�
�Ê�>�˜�`�Ê�v�Õ�À�Ì�…�i�À�Ê�>�“�i�˜�`�“�i�˜�Ì�Ã�®�Ê�>�˜�`�Ê�1�-�Ê�­�������Ê�Ì�ˆ�Ì�•�i�Ê�Ó�£�Ê�
���,�Ê�£�Ç�Ç�°�£�È�n�ä�Ê�>�˜�`�Ê�£�Ç�Ç�°�Ó�È�ä�ä�®�Ê
regulations. Odourless, it doesn't change the organoleptical prope rties of the delivered materials. Very good 
hydrolysis and microbes resistance. Flexible and not heavy through its wal l thickness. Good resistance 
to mineral oils and chemicals, excellent resistance to ozone, weather a nd ageing. Halogen free and conform 
�Ì�œ�Ê�,�œ���-�Ê�À�i�}�Õ�•�>�Ì�ˆ�œ�˜�Ã�]�Ê�ˆ�Ì�Ê�V�>�˜�Ê�L�i�Ê�“�>�`�i�Ê�i�•�i�V�Ì�À�ˆ�V�>�•�•�Þ�Ê�L�œ�˜�`�i�`�Ê�>�V�V�œ�À�`�ˆ�˜�}�Ê�/�,�	�Ê�-�Ê�Ó�£�x�Î�Ê�L�Þ�Ê�}�À�œ�Õ�˜�`�ˆ�˜�}�Ê�Ì�…�i�Ê�Ã�«�ˆ�À�>�•�°

APPLICATION
Suction and transport hose for the pharmaceutical and the food industry p ulvers (pills and other granules, 
pharmaceutical solutions, food ¯ours, drinks, wine, vinegar and spir its with max 15% alcohol content). 
Delivery of high abrasion materials, where a microbe's resistance is requ ired.

12 18.0 5 25 9.5 50 0.033

16 22.4 5 25 9.5 70 0.048

20 27.0 5 25 9.5 90 0.082

25 33.0 4 20 9.5 110 0.111

32 40.4 4 20 8.5 140 0.171

38 47.0 4 20 8.5 170 0.114

50 60.0 4 20 8 230 0.210

63 74.8 3.6 18 8 280 0.281

76 88.2 3.6 18 7 340 0.489

102 115.0 2.4 12 7 460 0.517

13 23.5 365 19 57 10 65 60 0.085 

20 32 585 19 57 10 100 60 0.127 

25 37.5 745 12 36 10 125 60 0.159 

32 44 880 11 33 9 160 60 0.218 

38 51 1105 10 30 9 190 30 0.233 

50 65 1695 8 24 8 250 30 0.291 

mm mm bar bar mH2O mm m3

mm mm g/m bar bar mH2O mm mtrs m3 

Inside é Outside é
Working 
Pressure

Bursting 
Pressure

Vacuum
Bending 
�,�>�`�ˆ�Õ�Ã

Volume

Inside 
é 

Outside 
é 

Weight 
Working 
pressure 

Bursting 
pressure Vacuum Bending 

�,�>�`�ˆ�Õ�Ã�Ê
�,�œ�•�•�Ê

Length Volume 
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FLEXIBLES (UK) LTD

Zeus PU
CLEAR POLYURETHANE, IVORY PVC SPIRAL SUCTION AND DELIVERY HOSE

TEMPERATURE
From -20!C (-4!F) to +80!C (+176!F).

FEATURES
Ether based PU wall, food grade, with anti-shock rigid PVC spiral. Smooth i nside, corrugated outside. 
Light, ¯exible, extremely resistant to abrasion and ¯exion, this hose fe atures high mechanical properties. 
�,�i�Ã�ˆ�Ã�Ì�>�˜�Ì�Ê�Ì�œ�Ê�“�>�˜�Þ�Ê�V�…�i�“�ˆ�V�>�•�Ã�°

APPLICATION
Suction and delivery of alimentary products and liquids (including fatt y foods), according to current EC 
directives and regulations. Indicated for suction and transport of su gar, ¯our, grains and animal feeds.

ON REQUEST
Available also in the anti-static version, and other sizes. 

NETTUNO PU
CLEAR PU/PVC, PVC SPIRAL REINFORCED SUCTION AND DELIVERY HOSE

TEMPERATURE
From -10OC (14OF) to +60OC (+140OF).

FEATURES
PVC hose reinforced by anti-shock rigid PVC spiral. Inner PU layer abrasi on resistant and food grade. 
Inside smooth, light very ¯exible and strong, resistant to fatigue, weat her and most chemicals.

APPLICATION
Suction and delivery of alimentary products and liquids (including fatt y foods) according to EC directives 
and regulations. Thanks to its PU layer it is particularly suitable for tra nsport of grains, animal feeds, 
sugar and ¯our or whenever a stronger abrasion resistance is needed.

COIL LENGTHS
30 meters, other sizes available on request.

31.8 1.2 3.8 340 3.0 9 9 140 30 0.101 

38.1 1.3 3.8 410 3.0 9 9 180 30 0.117 

50.8 1.5 5.3 700 3.0 9 8 215 30 0.215 

63.5 1.5 5.5 910 3.0 9 8 240 30 0.301 

76.2 1.7 5.7 1120 2.5 7.5 8 270 30 0.472 

102 2.0 6.3 1630 2.5 7.5 7 420 30 0.732 

120 2.0 7.2 2400 2.0 6 6.5 480 30 0.982 

127 2.0 7.2 2500 1.5 4.5 6.5 530 30 1.141 

151.5 2.0 7.7 3100 1.5 4.5 6 800 20 1.282 

mm mm mm g/m bar bar mH2O mm mtrs m3 

Inside é Min. Wall 
Thickness 

Max. Wall 
Thickness Weight Working 

Pressure 
Bursting 
Pressure Vacuum Bending 

�,�>�`�ˆ�Õ�Ã�Ê
�,�œ�•�•�Ê

Length Volume 

32 39 5 15 7 155 0.099

38 45 5 15 7 185 0.116

50 59 5 15 7 235 0.199

63 72 5 15 7 290 0.293

76 86 5 15 7 340 0.480

102 115 4 12 7 470 0.733

mm mm bar bar mH2O mm m3

Inside é Outside é
Working 
Pressure

Bursting 
Pressure

Vacuum
Bending 
�,�>�`�ˆ�Õ�Ã

Volume
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FLEXIBLES (UK) LTD

EOLO PU FOOD
TRANSPARENT PU DUCTING, PVC SPIRAL REINFORCED

TEMPERATURE
From -20!C (-4!F) to +80!C (+176!F).

FEATURES
Ether based PU wall, food grade with anti shock rigid PVC spiral, smooth insi de, corrugated outside. 
���ˆ�}�…�Ì�]�Ê�i�Ý�Ì�À�i�“�i�•�Þ�Ê�À�i�Ã�ˆ�Ã�Ì�>�˜�Ì�Ê�Ì�œ�Ê�>�L�À�>�Ã�ˆ�œ�˜�Ê�>�˜�`�Ê�y�i�Ý�ˆ�œ�˜�°�Ê���ˆ�}�…�Ê�“�i�V�…�>�˜�ˆ�V�>�•�Ê�«�À�œ�«�i�À�Ì�ˆ�i�Ã�°�Ê�,�i�Ã�ˆ�Ã�Ì�>�˜�Ì�Ê�Ì�œ�Ê�“�>�˜�Þ�Ê�V�…�i�“�ˆ�V�>�•�Ã�°�Ê
Available in an anti-static version.

APPLICATIONS
Light suction of dry food according to EC directives and regulations.

COIL LENGTHS
20 and 30 meters, other sizes available on request.

VULCANO HD 12 ET
CLEAR PU DUCTING, STEEL SPIRAL REINFORCED

TEMPERATURE
From -40OC (-40OF) to +90OC (194OF) ± 125OC (252OF) For a short period of time.

FEATURES
Polyurethane hose reinforced with a high adhesion zinc steel spiral, smo oth inside to optimize ¯ow properties. 
�,�i�Ã�ˆ�Ã�Ì�>�˜�Ì�Ê�Ì�œ�Ê�“�ˆ�V�À�œ�L�i�Ã�Ê�>�˜�`�Ê�…�Þ�`�À�œ�•�Þ�Ã�ˆ�Ã�°�Ê�
�Ý�V�i�•�•�i�˜�Ì�Ê�>�}�>�ˆ�˜�Ã�Ì�Ê�œ�â�œ�˜�i�Ê�>�˜�`�Ê�Ü�i�>�Ì�…�i�À�°�Ê���œ�œ�`�Ê�}�À�>�`�i�Ê�ˆ�˜�Ê�>�V�V�œ�À�`�>�˜�V�i�Ê�Ü�ˆ�Ì�…�Ê
�
�Õ�À�œ�«�i�>�˜�Ê�­�Ó�ä�ä�Ó�É�Ç�Ó�É�
�
�Ê�>�˜�`�Ê�v�Õ�À�Ì�…�i�À�Ê�>�“�i�˜�`�“�i�˜�Ì�Ã�®�Ê�>�˜�`�Ê�1�-�Ê�­�������Ê�Ì�ˆ�Ì�•�i�Ê�Ó�£�Ê�
���,�Ê�£�Ç�Ç�°�£�È�n�ä�Ê�>�˜�`�Ê�£�Ç�Ç�°�Ó�È�ä�ä�®�Ê�À�i�}�Õ�•�>�Ì�ˆ�œ�˜�°
���>�•�œ�}�i�˜�Ê�v�À�i�i�Ê�>�˜�`�Ê�V�œ�˜�v�œ�À�“�Ã�Ê�Ì�œ�Ê�,�œ���-�°�Ê���˜�Ì�ˆ�‡�Ã�Ì�>�Ì�ˆ�V�Ê�L�Þ�Ê�}�À�œ�Õ�˜�`�ˆ�˜�}�Ê�Ì�…�i�Ê�Ã�«�ˆ�À�>�•�Ê�ˆ�˜�Ê�V�œ�˜�v�œ�À�“�ˆ�Ì�Þ�Ê�Ü�ˆ�Ì�…�Ê�	�}�À�Ê�£�Î�Ó�Ê�À�i�}�Õ�•�>�Ì�ˆ�œ�˜�°�Ê
Flame retardant according with UL94 V0.

APPLICATION
Food processing, pharmaceutical industry, grass cutting machines an d street cleaning vehicles.

COIL LENGTHS
10, 15 and 20 meters, other sizes available on request.

38 375 1.2 40 6 20 0.074

51 495 1.2 60 5 20 0.106

63 660 1.2 70 4.5 20 0.148

76 895 1.2 90 4 20 0.232

102 1190 1.2 120 2.5 15 0.286

127 1615 1.2 150 2 15 0.405

152 1925 1.2 170 1.5 15 0.544

203 2385 1.2 230 0.5 15 1.146

305 3845 1.2 350 0.5 10 1.613

mm g/m mm mm m/H2O m m3

Inside é Weight
Min. Wall 
Thickness

Bending 
�,�>�`�ˆ�Õ�Ã

Vacuum �,�œ�•�•�Ê���i�˜�}�Ì�… Volume

20 0.4 2.6 110 2.5 25 20 0.028

25 0.4 2.6 150 2.5 30 20 0.035

31.8 0.4 2.6 180 2 35 20 0.051

38.1 0.5 2.8 220 2 50 20 0.068

50.8 0.5 3.2 320 2 70 20 0.104

63.5 0.5 3.6 510 1.6 80 20 0.180

76.2 0.6 3.9 600 1.6 100 30 0.328

102 0.6 4.4 830 1.3 140 30 0.652

127 0.6 5.0 1150 1 170 30 0.900

152.8 0.7 5.3 1520 0.8 200 20 0.961

203 0.7 6.7 2320 0.4 260 20 1.460

300 0.8 7.7 4100 0.3 350 10 1.419

mm mm mm g/m m H2O mm mtrs m3

Inside é
Min. Wall 
Thickness

Max. Wall 
Thickness

Weight Vacuum Bending �,�œ�•�•�Ê���i�˜�}�Ì�… Volume
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SILICONE SUCTION AND DELIVERY HOSE
Silicone braided, wire reinforced hose is Mandrel built using a FDA compli ant 
platinum cure silicone elastomer. The number of plies reinforcing the h ose varies 
with the hose bore and pressure rating required. Plies are knitted polyest er cloth 
impregnated with silicone.

The bore of the hose is perfectly smooth for clear ¯ow. The outer of the 
hose is available smooth or for extra ¯exibility convoluted. All hygienic 
industry standard ®tting can be swaged to the hose. Ideally suited 
to the food and pharmaceutical industry.

Size range 19 mm to 51 mm bore.

Temperature -60 OC to +200OC.

Hose is suitable for full vacuum.

Pressure safety factor 3:1.

�-�Ì�>�˜�`�>�À�`�Ê�V�œ�•�œ�Õ�À�Ê�q�Ê�/�À�>�˜�Ã�•�Õ�V�i�˜�Ì�Ê�­�œ�Ì�…�i�À�Ê�V�œ�•�œ�Õ�À�Ã�Ê�>�Û�>�ˆ�•�>�L�•�i�Ê�œ�˜�Ê�À�i�µ�Õ�i�Ã�Ì�®�°

SPECIFICATIONS

 
TYPICAL PHYSICAL PROPERTIES OF CURED SILICONE RUBBER COMPOUND

19.0 10 30 132

25.4 10 30 165

32.0 10 30 215

35.0 10 30 280

38.0 10 30 300

44.5 10 30 410

51.0 10 30 550

�,���7 �Ê�����/�
�,������ �*�����/��� �1���Ê�
�1�,�
���Ê�-�������
�"� �


�-�*�
�
�������
�Ê���,���6���/�9 1.18

�����,��� �
�-�- �È�ä�‡�È�x�Ê�-���"�,�
�Ê�¼���½�Ê�­�-�������
�"� �
�®

�/�
� �-�����
�Ê�-�/�,�
� ���/�� 10 Mpa (min) SILICONE

�
���"� �����/���"� �Ê���/�Ê�	�,�
���� 450% (minimum) SILICONE

�/�
���,�Ê�-�/�,�
� ���/�� 38 Kn/m (SILICONE)

mm bar bar mm

Bore Size Working Pressure Burst Pressure �	�i�˜�`�Ê�,�>�`�ˆ�Õ�Ã
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Other sizes available


